
PCN - 15 035

Release Date: May 21 2015

Product Manager:

Subject:

Distribution:

Type of Change:

Change Description:

Reason for Change:

Affected Parts:

Effective Date of Change:

Last Time Buy Date:

Last Disty Return Date:

Last Time Shipment Date

Datasheet Attached? Yes

Qual/Test Data Attached? No

Samples Availability Date: July 15 2015

Available Alternatives? N/A

Note:

Customer shall intimate the product Manager any Concern regarding the PCN within 3 weeks of the release date.

PCN is considered approved by the customer if no communication is received within 3 weeks

Questions? Ivan Lu/ Product Manager

Ivan.lu@fci.com

1. Indicate the marked location of P/N and date code on customer drawing

2. Add recommended screw for customer application and torque spec.                                                            

3. Change mounting screw length from "PCB thickness + 2.5mm Max" to "PCB thickness + 2.5 ± 

0.35mm"

1. All connectors are marked the P/N and DC for easy identification, update the customer drawing is just 

to meet the actual product.

2. The customer will have more options of screw application

10112632-101LF/121LF,10112633-101LF/121LF,10112634-101LF/121LF, 10120666-101LF/301LF,         

10120667-101LF/301LF,

Contact your local FCI Representative, or Product Manager

No Change to actual product. 

November 30, 2015

NA

NA

NA

Documentation Change

Product/Process Change Notifications

Product Name:

General

Mini SAS HD 

Mini SAS HD  connector

Ivan Lu

Notification of Planned Change


